
 
  



 
  LAHARCO 

® 
MORE YIELD 

MORE PRODUCTIVITY 
MORE PROFIT 

ADJUSTABLE MOUNTING BRACKET MODEL 2700    

LASER  LINE   GENERATOR  5mW    

- Predrilled for easy installation 
- Set screws allow for quick alignment 
of the projected laser lineé End 
clamp ensures laser is locked in 
position  

For More Information Call Toll-Free in U.S. & Canada  

800-367-9992 

Phone: 503-222-9992 
Fax: 503-222-0073 

www.cnxsind.com 

        Powerline Lens TM is a special design lens 
       that transforms the laser beam into a projected laser 
line, even in width and intensity from end to end, eliminating 
the problem of a projected line that is wider in the middle and 
fading at the ends. Quality of the lens and professional 
alignment produces a ñstring-straightò line, second to none in 
the industry 

        Versatileé LAHARCO ® Lasers are     
       available in a wide range of models for your best 
mounting configurationé and LAHARCO ® has the largest 

assortment of lenses to meet the needs of your application.  

       User-Adjustable Intensity option allows  
       mill personnel to install the laser and then fine tune 
the projected laser line for maximum operator visibilityé 
Also allows for easier and more effective mounting.   

        Laser Heads are mounted with special shock  
        absorbing materials and are 100% tested to meet 
LAHARCOôS exacting standards for power outputé You 

benefit with greater reliability and longer life from your laser.  

        Power supply units are mounted with advanced 
        heat-sinks and are installed with special protections 
against dirty line current; a major cause of power supply 
failureé which means greater reliability and longer laser life.   

        Superior construction throughout, from the  
        rugged schedule 40 Anodized aluminum housing, to 
the soldered electrical connections, to the airtight seal on 
each laser. Every attention to detail means you get a laser 
with the industryôs highest reliabilityé backed by 
LAHARCOôS Full Warranty.  
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